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Effect of Bead Width at Rim Seat on Performance of 7. 00R16LT All-steel 
Light Truck and Bus Radial Tire

SUN Baoyu，SUN Jiajia，LU Qiang
（Triangle Tire Co. ，Ltd，Weihai　264200，China）

Abstract：The effect of bead width at rim seat on the performance of 7. 00R16LT all-steel light truck 
and bus radial tire was studied. The results showed that，compared with the tire designed with a standard rim 
width for the bead width at rim seat，tires designed with an extra half-inch bead seat width showed increased 
retraction displacement in the bead seat area after being assembled on standard rims，the stress distribution 
between the bead and the shoulder was balanced，the shoulder contact pressure distribution was greatly 
improved，and the tire durability was enhanced by 8%.

Key words：all-steel light truck and bus radial tire；bead width at rim seat；wider design by half-inch；
finished tire performance；assembly performance

一种废轮胎裂解炭黑活化装置

由沈阳尚亿再生资源有限公司申请的专利

（公布号　CN 115710520A，公布日期　2023-02-
24）“一种废轮胎裂解炭黑活化装置”，涉及的废

轮胎裂解炭黑活化装置包括反应罐、密封结构和

混流结构。反应罐内嵌入加热板；密封结构安装

在反应罐顶部，用于密封；混流结构固定安装在反

应罐上，用于对反应罐内部原料进行扰动。本发

明结构简单，设计合理，通过设置密封结构，能够

在反应过程中提供良好的密封效果，并且通过设

置混流结构能够促进原料在反应罐内混合，提高

原料均一性，加快反应速度。

（本刊编辑部  马　晓）

一种超耐磨轮胎胎面胶、制备方法、应用和

超耐磨轮胎

由中策橡胶集团股份有限公司申请的专利

（公布号　CN 115678123A，公布日期　2023-02-
03）“一种超耐磨轮胎胎面胶、制备方法、应用和

超耐磨轮胎”，涉及一种超耐磨轮胎胎面胶、制备

方法、应用和超耐磨轮胎。

该胎面胶通过控制胶料组合物体系、硫化体

系和硫化条件，从微观结构上设计交联网络结构

密度及其键型分布来控制胶料的生热性能，在保

证低生热、低滚动阻力的基础上大幅度提高耐磨

性能。

（本刊编辑部  马　晓）


