
明Buna SL2521 与 NR 的相容性较好。由图 3

δ见表 4。

δ小于 NR/ E2

δ小于 NR/ E2SBR1500 并

3 　结论

通过对 3 种 SBR 的链化学结构、与 NR 的

相容性及其它性能的分析研究。结果表明 ,S2

滑性和低滚动阻力三者的平衡。
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Study on NR/ SBR blend
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Abstract :The chain structures of S2SBR2305 ,Buna SL2521 and E2SBR1500 were analysed by

FTIR ,and the influences of these three SBRs on the wear resistance ,heat build2up ,rolling resistance

and wet t raction of NR/ SBR blend were investigated by the compression heat build2up test with con2
stant load ,DMA etc. . The results showed that the wear resistance ,wet t raction and rolling resistance

of NR/ SBR could be well balanced by using S2SBR.
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米其林集团与陶氏化学公司聚氨酯分公司

拟联手开发用于米其林跑气保用轮胎体系

PAX的支撑环。这两家公司将努力开发一种

质量小而且坚固的内支撑装置 ,用于支撑轮胎/

轮辋体系中泄了气的轮胎。

米其林认为 ,聚氨酯是 PAX系统支撑环的

关键材料 ,而陶氏是聚氨酯开发领域公认的领

头羊 ,因此两家公司联手是天作之合。

(涂学忠摘译)
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得到的 0 和 60 ℃时的 tan

由表 4 可见 ,60 ℃时 , NR/ S2SBR2305 和

NR/ Buna SL2521 并用胶的 tan

SBR1500 并用胶 ,这预示着这 2 种并用胶用于

胎面胶时的滚动阻力均小于 NR/ E2SBR1500

并用胶 ,且 NR/ Buna SL2521 并用胶的滚动阻

力最小 ; 0 ℃时 , NR/ S2SBR2305 和 NR/ Buna

SL2521 并用胶的 tan

用胶 ,这预示着这 2 种并用胶用于胎面胶时的

抗湿滑性低于 NR/ E2SBR1500 并用胶 ,且 NR/

Buna SL2521 并用胶的抗湿滑性最差。

比较 3 种 SBR 的链化学结构、与 NR 的相

容性及其它性能 ,结果表明 ,比较大的聚苯乙烯

质量分数和适当的顺式 1 ,42聚丁二烯质量分

数是提高耐磨性能的有利结构因素 ;质量分数

较大的 1 ,22聚丁二烯和适当的聚苯乙烯质量

分数是提高抗湿滑性能的有利结构因素 ;顺式

1 ,42聚丁二烯的质量分数较大和 1 ,22聚丁二烯

的质量分数较小是降低生热和滚动阻力的有利

结构因素。

SBR 对于调节 NR 并用胶各方面性能具有比较

突出的优越性 ,其根本原因在于溶液离子型聚

合方法可以有效地控制 SBR 链的微观结构 ,特

别是保证 SBR 具有足够的顺式 1 ,42聚丁二烯

质量分数和适当的 1 , 22聚丁二烯质量分数。

因此 S2SBR 可以实现 NR 并用胶耐磨性、抗湿
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