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异的动态性能以及良好的承载性。

以0. 37＋6×0. 32ST钢丝帘线替代传统的

3×0. 20＋6×0. 35HT钢丝帘线用于全钢载重子午

线轮胎的带束工作层，轮胎的充气外缘尺寸、静负

荷性能和室内耐久性能相当，轮胎强度略有提高，

同时可减小轮胎质量，降低生产成本，效益显著。
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Abstract：The application of 0. 37 ＋ 6×0. 32ST steel cord in the belt of truck and bus radial tire was 
studied. The 0. 37＋6×0. 32ST steel cord had excellent rubber permeability and corrosion resistance. By using  
0. 37＋6×0. 32ST steel cord to replace the traditional 3×0. 20＋6×0. 35HT steel cord for the belt working 
layer of truck and bus radial tire，the inflated peripheral dimension，static load performance and indoor 
durability of the tire were equivalent，the strength was improved，the tire mass and production cost were 
reduced.
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《橡胶工业》被评为“RCCSE中国核心

学术期刊”（第6版）

日前，中国科教评价网公布2020年武汉大学中

国科学评价研究中心（简称RCCSE）《中国学术期

刊评价研究报告》（第6版）评价结果，《橡胶工业》

被评为“RCCSE中国核心学术期刊（A-）”（证书

见右图），比2017年第5版的评级（B+）有所提升。

近年来，《橡胶工业》通过围绕研究热点和

基金项目进行专家约稿、办理中文DOI码业务、成

立新一届编辑委员会、发展热心办刊通讯员、加入

OSID（Open Science Identity）开放科学计划、组织

国内外学术活动、实行网络首发以缩短时滞、刊登

英文论文、组织基金论文、开通微信公众号“橡胶

工业传媒”、发行电子期刊、举办线上/线下会议与

培训等举措，学术影响力大幅提升。

借此，感谢《橡胶工业》编委、通讯员和橡胶

行业广大专家、学者、作者、读者对本刊的关注、支

持和厚爱，今后本刊将继续聚焦学科前沿，服务国

家战略，主动对接行业重大需求，出版高水平理论

研究和实践成果论文，也诚挚欢迎广大作者惠赐

佳作。

（本刊编辑部）


