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Study on Properties of EPDM/CSM Blends

GAO Hongqiang，ZHANG Peiting，XIAO Jianbin
（Qingdao University of Science and Technology，Qingdao 266042）

Abstract：The effect of compatibilizer CPE and EVM，curing co-agent ZDMA and TMPTMA on the 
properties of EPDM/CSM blends was investigated. The results showed that，with the addition level of CSM 
increasing，the tensile strength of EPDM/CSM blends decreased，and the compatibility of EPDM and CSM 
was poor. After adding compatibilizer CPE or EVM and curing co-agent ZDMA or TMPTMA，the physical 
property of the blends was improved，the compatibility of EPDM and CSM was also improved，and the 
improvement effect of ZDMA was better.
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丁苯橡胶新牌号试产成功
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日前，由中国石油石油化工研究院自主开发

的丁苯橡胶新牌号SBR1739在兰州石化公司合成

橡胶厂成功实现工业化试生产，经检测产品完全

能够满足高性能轮胎制备的要求。这标志着中国

石油在合成橡胶高端定制化新产品开发方面迈出

了新步伐。

SBR1739是为固特异高性能轮胎特别设计的

专用丁苯橡胶，系高端定制化产品，其年需求量约

为1 000 t。SBR1739具有优异的抗冰滑和抗湿滑

性能，特别适合用作高性能轮胎胎面胶，此外在硬

质鞋底、鞋跟、胶管、胶带、地板材料以及各种机械

制品中也有广阔的应用前景。目前该产品在国内

市场的年需求量约为5万t。
中国石油石油化工研究院的科研人员在大量

实验的基础上，自主开发了高结合苯乙烯含量的

环保型丁苯橡胶基础胶乳聚合技术，通过助剂多

点补加控制结合苯乙烯含量和基础胶乳门尼粘度，

解决了目标产品结合苯乙烯含量高、门尼粘度范围

窄的难题。他们还自主开发了硫化特性多点精准

控制技术，开展固特异专用环保型充油丁苯橡胶的

硫化特性研究，确保产品的硫化胶最大转矩、最小

转矩及硫化程度等指标均满足高端用户精准控制

的需求。该院与兰州石化公司合成橡胶厂共同开

发出工业化试生产技术方案及产品标准等一整套

环保型SBR1739制备及加工应用技术，并成功推广

至兰州石化公司合成橡胶厂年产15万t丁苯橡胶装

置。此项目还首次采用俄罗斯产TDAE橡胶油。

在此之前，兰州石化公司合成橡胶厂年产15
万t丁苯橡胶工业装置上只能生产结合苯乙烯质量

分数为0. 235的产品，SBR1739的开发成功将大幅

提高装置的利用率。

（摘自《中国化工报》，2016-06-23）


