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Research Progress in Thermal Conductive Rubber
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Abstract：This paper reviewed the thermal conduction mechanism，theoretical models，manufacturing process 
and technology research progress of thermal conductive rubber.Thermal conductivity was mainly determined 
by the rubber matrix and thermal conductive filler in thermal conductive rubber，and it could be improved with 
the formation of a thermal conductive filler network particularly in the thermal flow direction. Research and 
application of thermal conductive rubber based on silicone rubber，natural rubber，styrene-butadiene rubber，
butadiene rubber，nitrile rubber and ethylene-propylene-diene rubber were widely reported.Future researches 
should focus on the development of thermal conductive nano filler and thermal conductive theory.
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两家废旧轮胎综合利用企业项目列入工信部

示范工程项目名单

中图分类号：X78；TQ336. 1  文献标志码：D

为贯彻落实《京津冀协同发展规划纲要》《中

国制造2025》，推进京津冀及周边地区工业资源综

合利用产业协同发展，提升工业绿色发展水平，工

业和信息化部日前发布了京津冀及周边地区工业

资源综合利用产业协同发展示范工程项目名单，

河南省万丰源橡胶有限公司的废旧轮胎综合利用

项目、中国钢研集团有限公司（新冶高科技集团有

限公司）的河北康润安废旧轮胎再生利用项目列

入其中。

这批示范工程项目共44个，是经省级工业和

信息化主管部门及中央企业推荐、专家评审、社会

公示等程序确定的，分别由北京市、天津市、河北

省、山西省、内蒙古自治区、山东省、河南省7个省

（市、自治区）和有关中央企业承担。

工信部表示，在项目实施过程中要积极落实

国家资源综合利用各项优惠政策，在政策、资金、金

融等方面对项目给予优先支持，同时要求企业加快

新技术、新产品、新标准等的推广应用。

在项目实施过程中，各地工业和信息化部

门要结合项目推进及地区发展实际，总结提炼产

业、技术、标准、政策等跨区域协同发展新模式，

推动建立京津冀及周边地区工业资源综合利用产

业协同发展新机制，完善跨区域协同发展的政策 
体系。
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